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Instantly upload DI status to a remote server via TCP/IP 
============================================================================== 

Function Description: 

When the DI status changes, the controller simultaneously uploads the latest DI/DO point status to the 
remote server. 

 

Active Return Format 

Field Description： 

Command Description 

Header 0xCD 

Addr-H, Addr-L IO Point Address: Specifies the starting address of the 
subsequent 16 DI and 16 DO statuses. 

0x0000~0x000F： AR727CM 本身 IO 

0x0010~0x001F：CH2 Node 1 Board   IO status  

0x0020~0x002F：CH2 Node 2 Board IO status 

.. 

0x00F0~0x00FF：CH2 Node 15 Board IO status 

Di0 Di1 … Di15 DI0~15 

Do0 Do1 …Do15 DO0~15 
MAC 00…05 MAC Address of the sending device 

CRC16 From Header to MAC 05 

 

CH2 can connect to an external extended IO module. Station number range: 

001~015, supporting up to 15 modules (256 DI & 256 DO). The Remote IP & Port 

of CH2 must be set to the receiving host’s Listen IP & Port.  

AR727CM-8i8o Firmware ：APX727i3 V0502 8i8o 211229 CH2_SCAN_RCU 

DI_EVENT_XCHG.STM AR401-RO8-DI16 Firmware：401RO8DI16_V0207_211208.ISP 

 

 

{Header}{Addr-H, Addr-L}{Di0 Di1 … Di15}{Do0 Do1 …Do15}{MAC 00…05}{CRC16} 

CD 00 10 00 00 00 01 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 [MAC][CRC] 

CD 00 10 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 [MAC][CRC] 
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Example： 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

MODBUS-TCP:  
12 34 00 00 00 06 01 05 00 12 FF 00  

Active Response: RCU Node1:Pp 02 On (For RCU station number 001, the DI/DO Pp range is 
0x0010~0x001F). 

 

HTTP Server Settings： 

 

CH-2 Setting : 

 
 

 

CH2 retains Serial Server functionality and does not support external extended IO modules.  

The Remote IP & Port of CH2 must be set to the receiving host’s Listen IP & Port.  

AR727CM-8i8o Firmware ：APX727i3 V0502 8I8O 211221 DI_EVENT_XCHG CH2_CLIENT_MODBUS.STM 

 


