Text Display Series

AR-LD-BNO8 / AR-LD-PWO08

Specifications

<« Black Alluminum
AR-LD-BNO8

4 SUS#304 -water proof
AR-LD-PW08

Max power(watt) [0l
LED type ©3.7 LED Dot

Display Area AR-LD-BNO8 : 76(H)X609(L)
(mm) AR-LD-PWO08 : 76(H)X608(L)

Case dimension  AR-LD-BNO8 : 100(H)X609(W)X61(D)
AR-LD-PWO08 : 140(H)X665(W)X80(D)

(mm)
Visibility distance
5-15M

Resolution 16(H)X128(L) dots

Display colour red (high luminance)

Communication capacity

Horizontal
Viewing Angle

Language

Text font
Word number

Memory
capacity

Volatile Memory

Case&Filter
material

+70°

BIG-5 * ASCII
8*16 * 16*16,etc
Chinese(8 letters) » English(16 letters)

Program memory SRAM256K can expand to 1MB
60 days

Black Alluminum,Anodizing ; Transparent

Transinformation Real Time Customize
content
Power control Remotely
MD-Calendar use PC control display date * time or
Display function adjustment close
Editing ability can use PC/AT computer edit text

Dynamic display direct display - electronic scroll

Independent
Control

Series ability

Connectivity

Transmission
Control

Baud Rate

ID in Protocol

Maximum 256 set

RS-485
NEWCAL DTNEEO8 Simplified

9600 BPS
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