
ACCESS & INDUSTRIAL CONTROL
V250922

Backup Power System
AR-716-PU-M

Low ripple output.

Low voltage output protector, (To avoid 

output voltage bellow 9V damage external 

equipment).

Built in two sets assist relay (low trigger), for 

external equipment control.
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AR-716-PU-M
V250922SOYAL

ACCESS CONTROL SYSTEM

®

- 1 -

Backup Power System

01. Indicator light

02. Specifications

03. Diagram

AC Source LED (Green): Light for AC source.

Output Fault LED (Red): Output fuse fault.

Battery Charge LED (Yellow): Lack of power / Battery charging (more then 16 hours continued light indicate the 

battery must be replaced).

Battery Low LED (Red): When AC input failure and Battery voltage is lower then 9V, the indicator light, and output 

will be cut-off until AC power recycle.

Input Voltage: DC 13.8 ~ 15 V

Output Voltage:

     1.When source from External PSU (Power Supply Unit: 12~15VDC), Output voltage same as input voltage.

     2.When source from Back-up Battery (9~12VDC), Output voltage same as battery voltage.

Output Current: 3A max / 4A max

Relay output: Two Form C Relays, 10A/250VAC / 12A/28VDC

Relay control: Low trigger (trigger device must have 25V/25mA puncture capability).
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Relay power can be selected
as internal or external
Internal Short (Default):
Uses AR-716-PU-M internal power supply
External Open:
Uses external power supply 
(CN4 External Relay Power)

External Relay Power
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RELAY 2 CTL 
CTL Input Low Trigger

1 2 3

4 5 6

7 8 9

0

and

1 2 3

4 5 6

7 8 9

0

1 2 3

4 5 6

7 8 9

0


