
ACCESS & INDUSTRIAL CONTROL
V250818

LED Color
GR = Green/Red (Standard)

Product
PBI = Push Button

S = Micro Distance Version 
     (active distance 2-10cm)

Version

US = Rectangle US
EU = Square EU

Type

Touchless Infrared Button
AR-888-PBI-S

Flush mounted design is thin and aesthetics, Bi-color LED ring shine and light your life.

Infrared sensor design can trigger door lock without touching, suited in fields with high hygienic standards.

US type and EU type for choice and installation on various sites.

LED ring color is changeable according to user needs.

Anti-sunlight and infrared interference design

Waterproof rating IP65, suitable for indoor and outdoor installation.

AR-888 GRPBI S XX
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Proportion 1:1 
Unit: mm

US Mounting Hole: 73x48x40mm(HxWxD) 
Screw hole pitch : 84mm
Suitable for 70X118 1-module flush-mounting box.
( Australian, Italy, USA(501E) Standard) 

EU Mounting Hole: 57x53x40mm(HxWxD)
Screw hole pitch : 60mm
Suitable for 86X86 flush-mounting box. 
(UK, Continental Europe, Germany Standard)

Cable selection: Use AWG 22-24 Shielded Twist Pair to avoid star wiring. 
Use CAT5 for TCP/IP connection.

A.B.C.

D.

2
(Excluded)

By order

5
4

3

3

Pull the cables from the square holes of the eva foam gasket and mounting plate. 
Use a screwdriver to screw the mounting plate B onto the wall with Flat Head Cap Philips Tapping Screws (Excluded, the Installer 
should prepare before installation. 
Connect the cables to the backside of body C and attach C to B at lower position of B.  Push C up to make the cogging hooked completely.  
Use the Allen key and screws to assemble the body C onto the mounting plate B. Attach the Back Cover D to C. 

(Excluded)

In-wall
Depth
28mm
~35mm 1

Installation
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Connector: 

AR-888-PBI-S
Touchless Infrared Button

Wiring Diagrams

LED status adjustment

2

3

※Default Value

ConnectorDip_switch

LED status 
adjustment3

2 1

CN11
Function Cable Color Description

LED R(Optional) 1 Orange Red LED negative
LED G(Optional) 2 Green Green LED negative

Relay 
N.C. 3 Purple White DC24V / 1A
COM 4 White DC24V / 1A
N.O. 5 Blue White DC24V / 1A

Power 6 Red DC 9-24V
7 Black DC 0V

Controller has built-in resistor and connected to +5VDC, 
external power supply current must be exceeding 20mA

LED G
LED R+5V

ON

1    2

RSN

3    4

Output Format
No. SW1 SW2 Description

※ 1 OFF OFF No Delay

2 OFF ON Delay 3 Seconds

3 ON OFF Delay 6 Seconds

4 ON ON Toggle Mode

Sensing Distance Adjustment
No. SW3 SW4 Description

※ 1 OFF OFF 1: Max. range 10cm

2 OFF ON 2: Medium range

3 ON OFF 3: Short range

4 ON ON 4: Min. range 2cm

Dip Switch Setting

Motion Standby mode
Green RED Green RED

LED G

※LED R

※Default Value

V231128Note: If no jumper is placed, neither the red nor green light will be lit 
for that action.

Connector Table / Dip_switch

Controller
ControllerRequest To Exit Request To Exit

POWER
12-24VDC

POWER
12-24VDC

Connect to Electric Bolt Connect to Magnetic Lock

(Single Power Supply / Dual 
Power Supply Architecture 
can be selected based on 
on-site requirements.)

12-24VDC

Magnetic Lock POWER

12-24VDC

Controller POWER

Electric Bolt
AR-1207

Magnet Lock
AR-0600M-270

A3P-1200200VU

A3P-1200200VU

A3P-1200200VU

AR-888-PBI-S AR-888-PBI-SAR-721-H
AR-837-E

https://www.soyal.com/product.php?act=view&id=25
https://www.soyal.com/product.php?act=view&id=94
https://www.soyal.com/product.php?act=view&id=122
https://www.soyal.com/product.php?act=view&id=122
https://www.soyal.com/product.php?act=view&id=122
https://www.soyal.com/product.php?act=view&id=72
https://www.soyal.com/product.php?act=view&id=72
https://www.soyal.com/product.php?act=view&id=41
https://www.soyal.com/product.php?act=view&id=45
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Installation
AR-888-PBI-S: Touchless Infrared Button 

Product (US/EU) ToolsTerminal Cables Easy Install Kit (By Order)1 32 4

Flat Head Hex Socket 
Screw: M3x8

Bottom Cover Allen key (2MM / 48*15MM)

A.

MPLA-888XA18/19 (US / EU)
CN1

Type A

The magnetic circuit will be turned on when getting 
closed to the switch. (closed circuit).
The magnetic circuit will be turned off after removed the 
magnet. (open circuit) Double contact–NO. / COM

Type C
Trigger LED R when door open
Trigger LED G when door closed
Triple contact - NO. / NC. / COM

Controller

POWER
12-24VDC

POWER
12-24VDC

POWER
12-24VDC

Connect to Electric Strike The Wiring Diagram of LED  R/G Door Status Indication

Electric Strike
AR-1304-S A3P-1200200VU

A3P-1200200VU

A3P-1200200VU

Request To Exit

Request To Exit

AR-888-PBI-S

AR-888-PBI-S

Door Sensor
AR-MS-101-A/C

AR-727-E

https://www.soyal.com/product.php?act=view&id=268
https://www.soyal.com/product.php?act=view&id=122
https://www.soyal.com/product.php?act=view&id=122
https://www.soyal.com/product.php?act=view&id=122
https://www.soyal.com/product.php?act=view&id=72
https://www.soyal.com/product.php?act=view&id=72
https://www.soyal.com/product.php?act=view&id=184
https://www.soyal.com/product.php?act=view&id=44

