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AR-0100M
Electronic Magnetic Lock 100LBS

01. Product Information
Product Specification Key Features

Power Supply :  12VDC / 24VDC
Current Draw :  12VDC : 100mA ；24VDC : 50mA
Holding Force : 45KG
Lock Surface Temperature: ≦ ambient temperature + 20°C
Operating Temperature :  -20℃ ~ +70℃

Lock Body Dimension (mm) : 43(H) x 70W) x 25(D)
Electronic Magnetic Lock Net Weight (kg) : approx. 0.3kg

The magnetic lock is designed without any mechanical structure, 
high reliability and reinforced aluminum alloy casing.
The amature plate has a special anti-residual magnetism design, and 
a variety of optional installation auxiliary bracket that are suitable for 
all door types.

Wiring Table
02. Wiring Diagram & Installation Manual

Power 12V Wiring Diagram

Power 24V Wiring Diagram

POWER
DC12V

POWER
DC24V

Electronic 
Magnetic Lock

AR-0100M

Electronic 
Magnetic Lock

AR-0100M

Controller

Controller

AR-0100M

Electronic
Magnetic Lock

Wire Application Color Description

Power
12V/24V

Red 12V+ 24V+
Coil 1

Blue 12V- --
Green 12V+ --

Coil 2Black 12V- 24V-
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Dimension and Diagram
03. Installation Manual

Lock Body Top view

Lock Body Front view Lock Body Side view

Armature Plate Side view

Armature Plate Top view

Armature Plate Front view
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L Bracket Dimension Diagram

Unit (mm)
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Electronic Magnetic Lock 100LBS

Lock Body Installation Instructions
04. Installation Instructions

Armature Plate  Installation Instructions

1 Remove the L-bracket from 
the lock body

Secure the L-bracket onto 
the cabinet

2

Attach the lock body to the L-bracket Installation complete3 4

Use a hex wrench to loosen the screws on the lock 
body until the L-bracket can be removed (do not fully 
remove the screws)

Route the necessary wires through the holes in the L-bracket, 
adjust to the appropriate position, then use other self-tapping 
screws to fix the L-bracket onto the cabinet

Use a hex wrench to secure the 
magnetic lock to the L-bracket

Perform suction force test after installation

Armature Installation Side ViewAssemble the armature plate 
and accessories in order

1

Sequentially install the Guide Pin, armature 
plate, rubber washer, and rubber head screw

Suggestion for door
hole is 10mm

Aluminum Pipe Armature Plate

Rubber Washer Rubber Armature
Screw M8*20mm

C
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E
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Flat Washer

Sexnut Bolt
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05.Product Content

Content

1 Accessories & Tools

1 LZ Bracket

Flat Washer

F

E

G H I

A B C D

Sexnut Bolt Aluminum Pipe

Electromagnetic Lock Optional Order (Bracket)

Fixing Screw
4mm*25mm

Rubber Armature 
Screw M5*20mm

Guide Pin
Ø5 X16 mm

Hexagon Allen 
Wrench(M4)

Hexagon Allen 
Wrench(M5)

Rubber Washer
Ø25x2.6(t)mm

AR-0600MZL


